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“I" SHAPED SHEAR KEY %" THICK —
FILL WITH APPROVED NON-SHRINK b,
GROUT AFTER INSTALLATION

TYPE "A" BOAT PLANK

TYPE

CONNECTING STRAPS
CAST IN

ﬂ/:& PCS @ 1-2" & (12) 2y~ GAPS =

CONTRACTOR TO ATTACH PLANKS
TO ANCHOR BLOCK IN FIELD
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L2667 (1100§)

PLANK—

DIRECTION OF BROOM FINISH
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14"%207%;" THICK:
GALVANIZED STRAPS

4X4 #4 WELDED WIRE MAT-

/ 2>\ PLAN VIEW
SO

(6) 44 BARS @ ugo.ﬂ.\
3 OM TOP 3 ON BOTTOM
11'=-8" LONG

1'-0"

TYPE "B"-17 REQ'D

PLANK— 1.00CY (42004)

DIRECTION OF BROOM FINISH

18°=11"
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#4 BARS @ 5"0.C:
(6) REQ'D 11'-8"

LB8"%4"X}4" ANGLE BRACKETS
(2) REQ'D

(2) PRECAST ANCHOR BLOCKS
/1 LAYOUT ELEVATION

(17) PLANKS @ 3

—0" + (18) %e* GaPs = 51'-g13,"

NOTE:
ALL STEEL IN BOAT PLANKS AND
ANCHOR BLOCK SHALL BE EPOXY COATED

12'-0"

T PLANK

3 -10"

310"

f—on3'=0"
b

SEE DETAILS

STEEL COMMECTING PLATE

5 TON GALV. LIFTER |\

%" CHAMFER AROUND

H PLAN VIEW TOP SIDE
S1.0

12" % 1'-2" NOTES:

1'-0"

1. CONCRETE: 5,000 PS| @ 28 DAYS, CEMENT TO BE TYPE Il PER ASTM C-150.

2. PLANKS TO HAVE COARSE BROOM FINISH LONGITUDINALLY,

3. ALL PLANKS TO BE COATED WITH SILANE/SILOXANE IN ACCORDANCE WITH MHDOT
STANDARD SPECS FOR HIGHWAYS AND BRIDGES, "SECTION 534 WATER REPELLANT"

4. ALL REINFORCING STEEL TO BE EPOXY COATED

3. EACH PLANK TO CONTAIN .26 CY CONCRETE (11004).

5 TON GALV. LIFTER
(4) REQD IN TOP

15"x20734" THICK

GALVANIZED CONMECTING STRAPS

(2) CAST IN ANCHOR BLOCK
TO ATTACH BOAT PLANKS
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2'-0" SPLICE

(TYP) ALL STEEL

%" CHAMFER
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I— MB CX-28 1"
(4) REQ'D
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4"X4"X5" | BEAM— FASTEN
TO ANCHOR BLOCK AFTER
INSTALLATION W/ LB"X47X5"

TYPE "B" BOAT PLANK

ANGLE BRACKETS (2) REQ'D

4" CHAMFER

1% "%20"x%" THICK
GALVANIZED CONNECTING STRAPS

CONNECTING PLATES
ATTACHED IN FIELD

12'-0'

#6 "U" BARS © 12" O.C
4'—4" UNBENT LENGTH
€ 10 PCS REQ'D.

— #6 BARS @ 9" 0.C.

3 PCS REQ'D 2'-5K" LONG

2'-2
(TYP,

i

[

L 1\

WITH (2) %" DIA x 6" LONG
{NELSON-STUD) CONC. ANCHORS

/"8 "\ REINFORCING VIEW

GALVANIZED

12 X 3' NOTES:
1. CONCRETE: NHDOT ITEM 520.003, CLASS AA, 4000 PSI AT 28 DAYS.

4x4xi” X 77 LOMG ANGLE STEEL ;I #6 BaRS 11'=7"

9 PCS REQ'D

SEZo

2. REINFORCING STEEL: GRADE 60 , EPOXY COATED, MIN. 2%" COVER.

3. PLANKS SHALL HAVE A LONGITUDINAL COURSE BROCM FINISH.

4, MISCELLANEQUS STEEL: ASTM A36 ALL EMBEDDED STEEL, CONNECTING PLATES, BOLTS AND HARDWARE SHALL BE HOT DIP
GALVANIZED.

5. PLANKS SHALL BE COLORED BLACK DURING PRODUCTION WITH LANXESS, BAYFERROX 330, PIGMENT

o

5 TON GALV. LIFTER
(2) REQ'D PER SLAB

= LOCK WASHERS AND HEX NUTS

2

n

THE REQUIRED NUMBER OF BLACK PLANKS SHALL BE AS DIRECTED BY THE ENGINEER. THE COLORED PLANKS SHALL BE

CONSISTENT IN APPEARANCE WITH SAMPLE #50 AS PREPARED BY THE MICHIE CORPORATI
TOP AND SIDES OF COLORED PLANKS SHALL BE SEALED WITH NHDOT ITEM 534.3 "WATER

(TYP) BOTH ENDS

BLACK 11, IRON OXIDE DYE.

ELEV. VIEW
ANGLE BRACKETS-2 REQ'D

PRECAST ANCHOR NOTES:

1. CONCRETE: NHDOT ITEM 520.003, CLASS AA, 4000 PSI AT 28 DAYS.
2. REINFORCING STEEL: GRADE 60 , EPOXY COATED, MIN. 3" COVER.
3. TOP OF ANCHOR TO HAVE A LONGITUDINAL COURSE BROOM FINISH.

4. MISCELLANEQUS STEEL: ASTM A36 ALL EMBEDDED STEEL, CONNECTING
PLATES., BOLTS AND HARDWARE SHALL BE HOT DIP GALVANIZED

6. APPROXIMATE PLANK WEIGHT: 15,000 LBS. (3.56 CY)

ON, HENNIKER, NH, 803-428—-3218. THE
REPELLENT {SILANE/SILOXANE) (F)"

APPLIED IN ACCORDANCE WITH NHDOT STANDARD SFECIFICATIONS FOR HIGHWAYS AND BRIDGES "SECTION 534 WATER REPELLENT".

THE SEALANT/WATER REPELLENT PRCDUCT SHALL BE CLEAR (COLORLESS) AND FROM THE NEW HAMPSHIRE DEPARTMENT OF

TRANSPORTATION (NHDOT) QUALIFIED PRODUCTS LIST.
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2'-10"

#5 BARS ® 12°0.C.
12 PCS REQ'D TOTAL
9'=1" UNBENT LENGTH

APPROXIMATE PLANK WEIGHT: 4200 LBS. (1.0 CY)

|
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45 BARS ® 12"0.C.
12 PCS REQ'D TOTAL
8'—10" UNBENT LENGTH

#5 BARS @ 12°0.C
32 PCS REQ'D TOTAL
17°-0" UNBENT LENGTH

ANCHORS-2 REQ'D

ANCHOR- 3.56CY (15.000f)

5 TON GALV. LIFTER
(4) REQ'D IN TCP GALV. CONNECTING STRAPS
(1) REQ'D PER BLOCK
CAST IN BACKSIDE
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LIFTERS AND SOLT PLATE WASHERS

BILL OF MATERIALS
X 14" SLOTTED HOLE ] ORDERED
qry DESCRIPTION STOCK FROM
L 3|72 X117 X2 CONNECTING STRAP COREN
3" '%e" @ HOLE 51|12 X7 1/2 X2& CONNECTING PLATES gz
I._‘ 2|12 X8 X60" ANCHOR PLATES COHEN
1% [3%" DALOCK WASHERS AND FEXNUTS
g mw 5 |1/¢ X3 X5 PLATE WASHERS COREN
8|1 DIA COL THREAD BOLT- 6 LONG UNVERSAL
13|34 X1-10" GALV. THREADED ROD
. 3|1 1/Z X20 CONNECTING STRAP CAST
1 190 772 _| W& DIA LOCK WASHERS AND HEXNUTS CAST
52|14 X3 X5 PLATE WASHERS CAST
- 8__|WEADOW BURKE C%28 1" INSERT _|IN STOCK CASTIL
L 7 |5 WT ANGLE BRACRETS (BALV.) o
2 |1/2" DIA BOLTS W WASHERS AND NUTS (GALV.)
STRAPS-34 REQ'D e
/ &>\ CONNECTING STRAP DETAIL
(S ooy
USE L8"X4"X)" ANGLE BRACKETS
FOR ANCHOR BLOCK ATTACHMENT
2" 8oLt TO 47X4"X4" | BEAM. ONCE ANCHOR
4 PROJECTION IS SET, DRILL AND BOLT BRACKETS
TO ANCHOR WITH J5" TAPCONS. THEN L mow zxmm w.mr_usxgza
BOLT TO | BEAMS.WITH %" BOLTS.
" ALL HARDWARE TO BE GALVANIZED. T Y #6 BARS 11'-7" LONG
e | s ﬂ ; 9 PCS REQ'D
Jmm., - * {T—— %" BOLTS W/ PLATE WASHERS
: 45" FROM BOTTOM TO €
Re ham ] > S g .
(2) 3%"@x1'~10" LONG THREADED ROD g = o i #6 "U" BARS @ 12" OC.
JIBTe. BLATE WASHER Wy *ELAN VIEW POSITION STEEL T AVOID 5 TON GALY. LFTER

{2) REQ'D PER SLAB
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2" RAD. TYP:
T %" DIA. ANCHOR BOLTS—+—

g
1/2" GALVANIZED
STEEL PLATES

f-3=— 5" —— 57 |Fu.|/ﬁ %" DIA. ANCHOR BOLTS

/8 CONNECTING PLATE DETAIL

Y5 - 10

3L/

9 PRECAST ANCHOR ELEV. VIEW

\51.0/ % = 10"

(4) REQ'D PER ANCHOR BLOCK

u"
CAST

THICK "T" SHAPED SHEAR KEY
IN ABUTTING END OF EACH ANCHOR

PLATES-34 REQ'D

4" (TYP)

S-2 REQ'D

_— V|O: m_.lcl
26" 26"
g o 127 0. @ g
w2 T'° J_\ , ) ; Ar_ 0" _— 5 Ton GALv. UFTER
o i i (4) REQ'D IN TOP
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1
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N n,. MH 14" X 24" SLOTTED HOLE
7 °Z 3" THICK GALVANIZED PLATE
! s FOR ANCHOR BLOCK CONNECTION
~ PLATE
. MEADOW BURKE CX—28
9 %" CHAMFER ALONG ABUTTING EOGE MEAOY Dt e

MICHIE CORPORATION

AP

PROVED FOR

CONSTRUCTION

INITIAL:

DATE:01/25/10

STEVE GARD INITIAL:.

MICHIE CORPORATION, INC.

173 BUXTON INDUSTRIAL DRIVE-PO BOX 870

HENNIKER, NH 03242

PHOMNE: 603-428-3218
FAX: 603-428-7426
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