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EXISTING CONDITIONS 
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APPENDIX B 

WATERSHED PLAN 
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ALTERNATIVE FIGURES  
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APPENDIX D 

OPINION OF COST 

  



Prepared: Underwood Engineers

Date: 9/14/2020

Revised:

BID ITEM BID ITEM DESCRIPTION
EST. 
QTY

UNITS Unit Price Total Price

1 Common Excavation (Swale Construction) 50 CY  $        20.00 $1,000.00

2 Hot Bit. Pavement, Hand Method, (Trench Repair) 60 TON  $      150.00 $9,000.00

3 24" CPE 200 LF  $      100.00 $20,000.00

4 Fill and Abandon Structure (Existing Outlet for Subcatchment 5A) 1 EA  $      500.00 $500.00

5 4' Diameter Drain Manhole 2 EA  $   5,000.00 $10,000.00

6 Sawed Bituminous Pavement 360 LF  $          2.50 $900.00

7 Vegetated Swale 1 UNIT  $ 10,000.00 $10,000.00

8 Stormwater Pretreatment Unit 1 UNIT  $ 10,000.00 $10,000.00

9 Mobilization 1 UNIT  $ 20,000.00 $20,000.00

10 Miscellaneous Temporary Erosion Control and Sediment Control 1 UNIT  $ 15,000.00 $15,000.00

Subtotal: $96,400.00

Contingency (20%): $19,000.00

Engineering (20%): $19,000.00

$135,000.00

Notes:

1.   Costs are based on previous estimates for similar projects and/or current NHDOT Avg Unit Prices.

TOTAL (ROUNDED) 

Port Wedeln Beach Area Stormwater Improvements - Baseline Improvements

ENGINEER'S CONCEPTUAL OPINION OF PROBABLE COSTS
Wolfeboro, NH
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Prepared: Underwood Engineers

Date: 9/18/2020

Revised:

BID ITEM BID ITEM DESCRIPTION
EST. 

QTY
UNITS Unit Price Total Price

1 Hot Bit. Pavement - Hand Method 10 TON  $      150.00 $1,500.00 

2 Sawed Bituminous Pavement 40 LF  $          2.50 $100.00

3 4' Diameter Drain Manhole 1 EA  $   5,000.00 $5,000.00

4 24" CPE 125 LF  $      100.00 $12,500.00

5 36" RC Pipe with Special Bedding 100 LF  $      300.00 $30,000.00

6 Sheeting and Cofferdams 1 UNIT  $ 50,000.00 $50,000.00

7 Breakwater Modification and Restoration 1 UNIT  $ 50,000.00 $50,000.00

8 Landscape Restoration 1 UNIT  $ 20,000.00 $20,000.00

9 Mobilization 1 UNIT  $ 10,000.00 $10,000.00

Alt. 1 - Pipe Outlet $179,100.00

Baseline Improvements $96,400.00

Subtotal: $275,500.00

Contingency (20%): $55,000.00

Engineering (20%): $55,000.00

$385,500.00

Notes:

1.   Costs are based on previous estimates for similar projects and/or current NHDOT Avg Unit Prices.  Unit costs for material only would be less.

Port Wedeln Beach Area Stormwater Improvements - Pipe Outlet

Wolfeboro, NH

ENGINEER'S CONCEPTUAL OPINION OF PROBABLE COSTS

TOTAL (ROUNDED) 
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Prepared: Underwood Engineers

Date: 9/14/2020

Revised:

BID ITEM BID ITEM DESCRIPTION
EST. 

QTY
UNITS Unit Price Total Price

SCHEDULE 1 - BASE DETENTION IMPROVEMENTS

1 Clearing and Grubbing 300.0 SF  $        10.00 $3,000.00

2 Hot Bit. Pavement - Hand Method 60 TON  $      150.00 $9,000.00 

3 24" CPE 100 LF  $      100.00 $10,000.00 

4 4' Diameter Drain Manhole 1 EA  $   5,000.00 $5,000.00

5 Sawed Bituminous Pavement 40 LF  $          2.50 $100.00

6 Precast Concrete Outlet Structure and Hatch 1 UNIT  $ 25,000.00 $25,000.00

7 Slope Restoration 1 UNIT  $ 15,000.00 $15,000.00

8 Mobilization 1 UNIT  $ 15,000.00 $15,000.00

Alt. 2 - Energy Dissipation $82,100.00

Baseline Improvements $96,400.00

Subtotal: $178,500.00

Contingency (20%): $35,500.00

Engineering (20%): $35,500.00

$250,000.00

Notes:

1.   Costs are based on previous estimates for similar projects and/or current NHDOT Avg Unit Prices.  Unit costs for material only would be less.

Port Wedeln Beach Area Stormwater Improvements - Energy Dissipation
Wolfeboro, NH

ENGINEER'S CONCEPTUAL OPINION OF PROBABLE COSTS

TOTAL (ROUNDED) 
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